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to a part needed for normal operation 
and not normally requiring replace-
ment. Make sure an average person can 
easily read it. 

(3) Destroy any unused duplicate la-
bels if you find that you will not need 
them. 

(4) Keep the following records for at 
least eight years after the end of the 
model year identified on the engine 
label: 

(i) Keep a copy of your written re-
quest. 

(ii) Keep drawings or descriptions 
that show how you apply the duplicate 
labels to your equipment. 

(iii) Maintain a count of those dupli-
cate labels you use and those you de-
stroy. 

[67 FR 68347, Nov. 8, 2002, as amended at 69 
FR 39265, June 29, 2004; 70 FR 40513, July 13, 
2005] 

§ 1068.110 What other provisions apply 
to engines in service? 

(a) Aftermarket parts and service. As 
the engine manufacturer, you may not 
require anyone to use your parts or 
service to maintain or repair an en-
gine, unless we approve this in your ap-
plication for certification. It is a viola-
tion of the Act for anyone to manufac-
ture an engine or vehicle part if one of 
its main effects is to reduce the effec-
tiveness of the emission controls. See 
§ 1068.101(b)(2). 

(b) Certifying aftermarket parts. As the 
manufacturer or rebuilder of an 
aftermarket engine part, you may—but 
are not required to—certify according 
to § 85.2114 of this chapter that using 
the part will not cause engines to fail 
to meet emission standards. Whether 
you certify or not, you must keep any 
information showing how your parts or 
service affect emissions. 

(c) Compliance with standards. We may 
test engines and equipment to inves-
tigate compliance with emission stand-
ards and other requirements. We may 
also require the manufacturer to do 
this testing. 

(d) Defeat devices. We may test en-
gines and equipment to investigate po-
tential defeat devices. We may also re-
quire the manufacturer to do this test-
ing. If we choose to investigate one of 
your designs, we may require you to 
show us that it does not have a defeat 

device. To do this, you may have to 
share with us information regarding 
test programs, engineering evalua-
tions, design specifications, calibra-
tions, on-board computer algorithms, 
and design strategies. It is a violation 
of the Act for anyone to make, install 
or use defeat devices. See § 1068.101(b)(2) 
and the standard-setting part. 

(e) Warranty and maintenance. Owners 
are responsible for properly maintain-
ing their engines; however, owners may 
make warranty claims against the 
manufacturer for all expenses related 
to diagnosing and repairing or replac-
ing emission-related parts, as described 
in § 1068.115. The warranty period be-
gins when the engine is first placed 
into service. See the standard-setting 
part for specific requirements. It is a 
violation of the Act for anyone to dis-
able emission controls; see 
§ 1068.101(b)(1) and the standard-setting 
part. 

[67 FR 68347, Nov. 8, 2002, as amended at 69 
FR 39266, June 29, 2004; 70 FR 40513, July 13, 
2005] 

§ 1068.115 When must manufacturers 
honor emission-related warranty 
claims? 

Section 207(a) of the Clean Air Act (42 
U.S.C. 7541(a)) requires certifying man-
ufacturers to warrant to purchasers 
that their engines are designed, built, 
and equipped to conform at the time of 
sale to the applicable regulations for 
their full useful life, including a war-
ranty that the engines are free from 
defects in materials and workmanship 
that would cause an engine to fail to 
conform to the applicable regulations 
during the specified warranty period. 
This section codifies the warranty re-
quirements of section 207(a) without in-
tending to limit these requirements. 

(a) As a certifying manufacturer, you 
may deny warranty claims only for 
failures that have been caused by the 
owner’s or operator’s improper mainte-
nance or use, by accidents for which 
you have no responsibility, or by acts 
of God. For example, you would not 
need to honor warranty claims for fail-
ures that have been directly caused by 
the operator’s abuse of an engine or the 
operator’s use of the engine in a man-
ner for which it was not designed, and 
are not attributable to you in any way. 
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(b) As a certifying manufacturer, you 
may not deny emission-related war-
ranty claims based on any of the fol-
lowing: 

(1) Maintenance or other service you 
or your authorized facilities performed. 

(2) Engine repair work that an oper-
ator performed to correct an unsafe, 
emergency condition attributable to 
you, as long as the operator tries to re-
store the engine to its proper configu-
ration as soon as possible. 

(3) Any action or inaction by the op-
erator unrelated to the warranty 
claim. 

(4) Maintenance that was performed 
more frequently than you specify. 

(5) Anything that is your fault or re-
sponsibility. 

(6) The use of any fuel that is com-
monly available where the engine oper-
ates, unless your written maintenance 
instructions state that this fuel would 
harm the engine’s emission control 
system and operators can readily find 
the proper fuel. 

[67 FR 68347, Nov. 8, 2002, as amended at 70 
FR 40513, July 13, 2005] 

§ 1068.120 What requirements must I 
follow to rebuild engines? 

(a) This section describes the steps to 
take when rebuilding engines to avoid 
violating the tampering prohibition in 
§ 1068.101(b)(1). These requirements 
apply to anyone rebuilding an engine 
subject to this part, but the record-
keeping requirements in paragraphs (j) 
and (k) of this section apply only to 
businesses. 

(b) The term ‘‘rebuilding’’ refers to a 
rebuild of an engine or engine system, 
including a major overhaul in which 
you replace the engine’s pistons or 
power assemblies or make other 
changes that significantly increase the 
service life of the engine. It also in-
cludes replacing or rebuilding an en-
gine’s turbocharger or aftercooler or 
the engine’s systems for fuel metering 
or electronic control so that it signifi-
cantly increases the service life of the 
engine. For these provisions, rebuilding 
may or may not involve removing the 
engine from the equipment. Rebuilding 
does not normally include the fol-
lowing: 

(1) Scheduled emission-related main-
tenance that the standard-setting part 

allows during the useful life period 
(such as replacing fuel injectors). 

(2) Unscheduled maintenance that oc-
curs commonly within the useful life 
period. For example, replacing a water 
pump is not rebuilding an engine. 

(c) For maintenance or service that 
is not rebuilding, you may not make 
changes that might increase emissions 
of any pollutant, but you do not need 
to keep any records. 

(d) If you rebuild an engine or engine 
system, you must have a reasonable 
technical basis for knowing that the 
rebuilt engine’s emission-control sys-
tem performs as well as, or better than, 
it performs in its certified configura-
tion. Identify the model year of the re-
sulting engine configuration. You have 
a reasonable basis if you meet two 
main conditions: 

(1) Install parts—new, used, or re-
built—so a person familiar with engine 
design and function would reasonably 
believe that the engine with those 
parts will control emissions of all pol-
lutants at least to the same degree as 
with the original parts. For example, it 
would be reasonable to believe that 
parts performing the same function as 
the original parts (and to the same de-
gree) would control emissions to the 
same degree as the original parts. 

(2) Adjust parameters or change de-
sign elements only according to the 
original engine manufacturer’s instruc-
tions. Or, if you differ from these in-
structions, you must have data or some 
other technical basis to show you 
should not expect in-use emissions to 
increase. 

(e) If the rebuilt engine remains in-
stalled or is reinstalled in the same 
piece of equipment, you must rebuild it 
to the original configuration or an-
other certified configuration of the 
same or later model year. 

(f) If the rebuilt engine replaces an-
other certified engine in a piece of 
equipment, you must rebuild it to a 
certified configuration of the same 
model year as, or a later model year 
than, the engine you are replacing. 

(g) Do not erase or reset emission-re-
lated codes or signals from onboard 
monitoring systems without diag-
nosing and responding appropriately to 
any diagnostic codes. This requirement 
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